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SPECIFICATIONS:
MATERTAL: STEEL & ALUMINUM.

LENGTH: 20.0 IN

HE TGHT 2 8.25 IN

WE TGHT s /7.0 LB
COLOR: GREEN
PUNCHED HOLE SI1ZEs 1-11/32" DIA
FEATURES:

CONTOURED HANDLE FOR
PUNCH THRU 20-GAUGE STEEL

AUTOMATIC HOLE CENTERING ON STANDARD WIDTH

REPLACEABLE PUNCH & DIES.

- 25 TO 20 GAUGE METAL.

INCREASED LEVERAGE.
IN'A SINGLE STROKE.

(3.8625"]) STUDS.

SELF -STRIPPING DESIGN THAT ELIMINATES PUNCH HANG-UPS.
LIGHTWEIGHT ALUMINUM HEAD REDUCES WE IGHT.
PANDUIT MSPT-1.3 USES PANDUIT PRODUCT PART NUMBERS:

MSG-1.3-C METAL STUD GROMMET FOR
MSG-1.3-M METAL STUD GROMMET FOR
MSGV-1.3-C METAL STUD GROMMET FOR

00 PC PACK ANTI]-VIBRATION/FOR

MSGV-1.3-M METAL STUD GROMMET FOR

1000 PC PACK ANTI-VIBRATION/FOR

[-11/32" DIA HOLE - |00 PC PACK.
I-11/732" DIA HOLE - 1000 PC PACK.
L-11/7327 DIA HOLE

72" TO 1" PIPE.
I-11/732" DIA HOLE

72”7 TO 1™ PIPE.
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